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What is a Genesis Xe battery?

Genesis XE batteries are manufactured with Thin Plate Pure Lead(TPPL) technology,packing enormous power
in a smaller footprint,making them ideal for custom applications where space is of the utmost importance.
Genesis XE batteries are found in aternative energy applications such as solar and wind power,and Hybrid
Electric Vehicles (HEV).

Are Genesis NP batteries reliable?

Genesis NP batteries feature heavy-duty thick lead calcium grids for years of dependable performance. The
high energy density design,factory sealed case and leak proof construction ensures that these rechargeable
sealed lead acid batteries are extremely reliableand virtually maintenance-free. Request a Quote

What is a Genesis EP battery?

Premium high performance Genesis EP batteries are manufactured with Thin Plate Pure Lead(TPPL)
technology,packing more power into a smaller footprint. Genesis EP batteries are suitable for a wide range of
physically demanding applications and safe for human environments such as offices and hospitals. Request a
Quote

How long do Genesis Xe batteries last?

Genesis XE batteries also feature a 2-yearshelf life at 77&#176;F (25&#176;C) and superior deep discharge
recovery. Genesis XE batteries manufactured with TPPL,pacing enormous power in a smaller footprint,ideal
for custom applications where space is of utmost importance.

How often should | recharge my EnerSys Genesis battery?

GENESIS has a shelf life more than twice that of conventional lead batteries. To assure maximum
reliability,EnerSys recommends that all stored batteries be recharged (boost charged) once every 24 monthsor
when the open circuit voltage drops to 12.00 volts per battery,whichever occurs earlier.

Does EnerSys have alead-tin battery?

Fastest recharge - EnerSys pure lead-tinchemistry allows GENESIS&#174; to offer the shortest recharge
efficiency of any sealed-lead battery on the market. With pure lead-tin,you can achieve a 95% state of
recharge in less than one hour - without loss of capacity or electrolyte using conventional constant-voltage
charging techniques.

All Genesis EP and XE batteries are recognized as UL components. 1.4 Non-halogenated plastics As the
world becomes more environmentally aware, EnerSys&#174; is striving to provide the most environmentally
friendly products possible. With this in mind, we are proud to say that the plastics used in our Genesis battery
line are non-halogenated and
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The EnerSys Genesis G16EP is found in applications as diverse as electronics, medical equipment,
telecommunications, renewable energy, and providing an Uninterruptible Power Supply (UPS). In addition to
its superior performance characteristics, the Genesis EP battery non-spillable design allows for mounting in
any position (except inverted) and ...

Genesis  &#174, XE 72727772  (TPPL) VIINRINRINR V7777777777 Genesis  XE

Genesis&#174; NP As baterias Genesis & #174; NP t&#234;m grades de chumbo-c& #225;Icio grossas para
servi&#231;0 pesado, proporcionando anos de desempenho confi&#225;vel. O projeto de alta densidade
energ& #233;tica, a carca&#231;a selada de f&#225;brica e a constru&#231;&#227;,0 &#224; prova de
vazamentos garantem que essas baterias de chumbo-&#225;cido seladas recarreg&#225;veis sgjam
extremamente confi&#225;veis e praticamente sem ...

Caracter& #237;sticas. NP18-12. ? Capacidad: 12 VOLTS 18 Ah. ? Dimensiones. Frente: 181 mm. / Ancho:
76 mm. / Altura: 167 mm. Frente: 7.13 pulg./ Ancho: 3 pulg./ Altura: 6.57 pulg. Peso: 6.17 Kg / 1b 13.6
?Bater& #237;alibre de mantenimiento. ? ...

Genesis& #174; EP Premium high performance Genesis &#174; EP batteries are manufactured with Thin Plate
Pure Lead (TPPL) technology, packing more power into a smaller footprint. Genesis EP batteries are suitable
for a wide range of physically demanding applications and safe for human environments such as offices and
hospitals.

EnerSys Genesis EP Series EnerSys Genesis EP Series G7T0EPX 0771-2003 12 Volt / 72 Ah @ 10 Hr with
Recessed M6 Terminals. EnerSys Genesis EP Series G70EPX 0771-2003 12 Volt / 72 Ah @ 10 Hr with
Recessed M6 Terminals (817) 439-6190 (817) 439-6190. CA. CA. TX. TX. FL. FL. Request a Quote. Sign In.
Sign In. Search ... Results. See all results

*Reference EnerSys Publication Genesis NP H Application Manual Storage o Always store battery in a fully
charged condition o If battery isto be stored for along period, apply arecovery top-charge every 6 months o
Store batteries in adry and cool location Temperature

Today, Genesis EP TPPL technology can be found in applications as diverse as electronics, medical
equipment, telecommunications, lawn and garden equipment, computer backup and UPS applications. the
TPPL technology ...

EnerSys Genesis XE60 thin plate pure lead battery excels in demanding environmental and cycling

applications such as: Alternative energy applications, e.g. solar and wind power Hybrid electric vehicles
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(HEV) XE60 Performance Features:Wide operating temperature range: -40&#186;C to 45& #186;C300+ full
depth of discharge cyclesHigh rate charge and discharge2 year shelf life at 25&#186;C ...

Akumulatory Genesis&#174;, EP Wysokig jakosci akumulatory Genesis &#174, EP sa wykonane w
technologii cienkich plyt z czystego olowiu (TPPL), co zapewnia wieksza moc na mnigjszel powierzchni.
Akumulatory Genesis EP sa odpowiednie do szerokiego zakresu wymagajacych fizycznie zastosowan i sa
bezpieczne dla srodowisk ludzkich, takich jak biuraczy szpitae.

Genesis&#174; NP Las bater&#237;as Genesis &#174; NP cuentan con regjillas gruesas y robustas de
plomo-calcio para ofrecer un rendimiento fiable durante a&#241;0s. Su dise&#241;0 de alta densidad
energ& #233;tica, su carcasa sellada en f&#225;bricay su construcci&#243;n a prueba de fugas garantizan que
estas bater&#237;as selladas de plomo-&#225;cido recargables sean extremadamente fiables y casi no
necesiten ...

EnerSys Genesis G26EP Specifications. Nomina voltage: 12V Nominal Capacity 10 Hr Rate Ah: 28 Ah
Dimensions. 6.54 inL x 6.89in W x 4.92 in H Weight: 22.3 |bs. Internal Resistance (m?): 12.3 Short Circuit
Current (A): 1150 Constant current discharge rate, ...

Genesis&#174; XE Las bater&#237;as Genesis &#174;, XE se fabrican con la tecnolog&#237;a de placas
delgadas de plomo puro (TPPL) y amacenan una cantidad enorme de energ& #237;a en un espacio reducido,
por lo que son ideales para aplicaciones especiales en las que el espacio tiene una importancia vital. Las
bater& #237;as Genesis XE se utilizan en aplicaciones energ& #233;ticas aternativas, como la....

Caracter& #237;sticas. NP18-12. ? Capacidad: 12 VOLTS 18 Ah. ? Dimensiones. Frente: 181 mm. / Ancho:
76 mm. / Alturas 167 mm. Frente: 7.13 pulg./ Ancho: 3 pulg./ Altura: 6.57 pulg. Peso: 6.17 Kg / b 13.6
?Bater&#237;a libre de mantenimiento. ? Con un tiempo de vida &#250;til de 3 a 5 aprox, seg&#250;n
condiciones de uso
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